SLIE DESCRIFTION
STORM WATER POLLUTION PREVENTION PLAN Rasgrintion of Construction Actiwity:
1, The proposed proéecf consists of widening Wobosh Avenug from east of Curron 1o eost of
Keoka ML Rogd, Bunker HIi Rocd will be regtlgned to connect 1o Ash Grove Drive. Archer

. . Etevotor Rood wlil be reconstrycted. Hollls Drive wiiibe realigned +o conngct to Stodium
Route:r  F. AL 6021 Morked:  WABASH AVENUE Orive, ond portions of Hollls Drive gnd Cockrel! Lone wiii Qiso be reconstructed.

Section: ZILW-3, 751,RS-T Proiect No.: 096-523-04 2. Construction consists of storm sewer, culverts, grading, retalning walis, pavement
widaning ond resurfacing, HMA sheu:éers.Eogqr;eQO‘re shouiders, recoinsfru,cﬂom of Intiets ond
e s cutiets at a detention pond, and other miscel laneous work o compliete Improvements o the
County SANGAMON Contraoct No, 72820 proposed roodway. *
Starting Statrion:  340+00. 00 {Longltuder 39, 745276 Latitude: -89, 759948) Q ript! ﬂ intend +1 g Wh?;h Wil _Dlsturd Earth
Qﬁﬁ p a Ey_’_gﬁigg for g{g:‘ grﬂgna Qf ‘Phg §;gn§?rg5; gn Siie:
Ending Stotiont  492+79, 38 {tongltude:r 39, 761749 Letituge: -89, 71302}

1. Mos?t ef the project currently consists of open ditches. Storm sewer and cuiverts will be
Instgeiied throughout the prolsct,

2. Intet Pipe Protectlion will be insfatied ot Iniets, monheies, and culverts shown on the

This plon hos besn preparsd to comply with the provision of the NPDES Parmlt Number pions Fo prevent earth from entering the storm water systam.

[LR1D issued by the liilnels Environmental Protection Agency for storm water 3. Wobasnh Avenue will be widened from 3-lanes to 5-iones.
dischorges from gonstruction site activities,

4. Ditches will be graded, and femporary dltch checks wiii be placed to prevent ercsion.

I certify under penclty of low that thls document and gtl attochments were prepored under my Perimater eroslen borrler wiilbe pioced as shown on ¥he plons To prevent eroded eorth
from leaving the workslte

direction or supervision In accordonge with o system desligned +o cssure thot gquailifled

personnel gotherad and svaiuoted the Informotion submitted. Bosed on my Inquire of the 5. Permonent erosion control {tams wiiibe Instolled, such os riprap and seeding,

perSon or persens who manoge the gsystem, or those persons directly responsibie for gothering :

the information submlitted, is, to ths best of my knowiedge ong beilef, frue, accurate, and 5. Fr{'ﬂciognr?:%}ﬂ%o?olvfle?w% 3?"110;'”9;9@5{5;&:& C‘on_re%f‘% L:t)en;zsl rgcéﬁ%{f”?mr:m?‘écj;gf the temporary

complete, 1 om owere thot there oro significont pencitles for submitting foise informotion, 9ros @ P d p

inciuding the possinliity of fine ond imprisonment for krowing viciotions, Arag of Constructlon Sites

' Tha total drafnage area entering and Inciuding the sonstruction site is estimoted to be
’éi ? ‘ ‘92 J¢ /¢ approximgtaiy 1. G sg mlles, In which 38.3 ocres wiil be disturbed by excovation, groding
{5ig ural

(Dcf bl or other qctivities,

Qthar Reogrts, MMWMMM_M
/4 Proventign Pign os Heteronced Dogumants:
None
{71 }
Dralngge Tributgries Recelving Woter from #his Constryction Site:

Jacksonviila Bronch of Spring Creek

Mote:r The above bowed in oreo will be fitied out by 1D0T -~ Construction after thg oword of the Lick Craek
contract Yo obtoin the required NFDES permlt,

The followlng plan was estabilished ond Included in thase plong 1o direct the Controgtor in the
placement of tempeorory erosion control systems ond to provide g storm woter poliution
prevention plan for complicnce under NPDES. The Contracter shgoll gplide $o oil requlrements
within this pion os port of the controct,

The purpose of thig pion is to prevent / minimize slitaotion within the construction zone ond to
el iminote sediments from entering ond leaving the construction zone by utliizing proper
tomporary erosion contrel systems ond providing ground cover within o reoscrioble time.

Coartoln ltems, as shown In this plon ond referenced by the legend, shati! be placed by

the {ontroctor at the baginning of construction, OQOther items shaitl be placed by the {ontroctor as
dlirected by the Englneer on o cose by cose situotion resuiting from the Contractor’ s seguence

of octivitles, time of the year, ond expected weather condltions.

The Contractor shail pigce pormanent eroslion control systems and seeding witnln o regsoncbie
amount of Time; therefore. reducing the omount of orec being open to the possibitity of erosicon
ond reducing the omount of temporary erosion control systems ond temporary seeding., The
Resligent Englneer wiil determine |f temporory erosion controt systems shown fn fhe pion con be
deleted, tha size of the proposed ditch chacks, the proper method of Instatiotlon, ond 1 any
odditiongt temporory erosion controt systems shatl be added wnich cre not Included in this pion.
Tne Contractor shait perform ali work as directed by the Engineer ond 0§ shown in speclal
detaiis ond In Stondard 286001 of the pions.

Atl disturbad eregs having high potentici for eroslion, os determined by the £ngineer,
shqll ba temporarliy seeded or parmonentiy seedad by October lat of ecch construction yeer ong
shall not be reopenpd untli ofter the winter shutdown period.
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